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LaMotte Turbidity Meter 2020WE  

 

Hand Held Turbidity Meter 
This waterproof turbidity meter meets USEPA design criteria as specific by USEPA method 

180.1. It provides industry-leading precision, sensitivity and dependability in one of the most 

innovative handheld meters available on the market. 

 

Features  

 Waterproof to IP67 

 Lithium rechargeable batteries 

 USB port backlit display 

 7 Languages 

 

Turbidity Specifications  

 Unit of Measure: NTU, AU, ASBC, EBC 

 Range*: 0-4000NTU/FNU, 0-10,500 ASBC, 0-150 EBC 

 Resolution*: 

o 0.01NTU/FNU 0.00-10.99  

o 0.1 NTU/FNU 11.0 109.9 

o 1 NTU/FNU 110-4000 

 Accuracy*: 

o From 0.2.5 NTU: ±0.05 NTU 

o From 2.5 100 NTU: ± 2% 

o Above 100 NTU: ± 3% 

 Detection Limit: 0.05NTU/FNU 

 Range Selection: Automatic 

 Reproducibility*: 0.02 NTU/FU or 1% 

 Light Source: Tungsten 

 

*Over 600NTU/FNU units expressed as AU/FAU 

 

Meter Specifications:  

 Signal Averaging: Disabled, 2, 5, 10 

 Power: USB computer cable/wall adaptor or Lithium ion rechargeable battery, 3.7V, 2.5" 

x .75", 1.7 oz 

 Data Logging: 500 points 

 Auto Shut-Off: Disabled, 5, 10, 30 minutes 

 Optional Software: SmartLink 3 

 Languages: English, French, Spanish, Japanese, Italian, Portuguese, Chinese 

 Response Time: <2 seconds 

 Waterproof: IP67 

 Size: 7.5 x 3.5 x 2.5 inches; 19.05 x 8.84 x 6.35 cm 

 Weight: 13 oz 

 Display: 6-line LCD with backlit display; 160 x 100 backlit LCD; 20 x 6 line graphics 




